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new knee rail fence to form the boundary between the car park and
playing field
to be of 90 x 90mm treated timber posts 1000mm long at maximum
1800mm centres set in 300 x 300mm concrete bases 300mm deep.
posts to project 600mm above the finished ground level
include the notching of the top of the posts and zinc straps
all timber to be deep pressure treated with green finish
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flat top pin kerbs

new car park strip 400mm topsoil and store on site for landscaping,
excavate and reduce levels down to firm base then lay Terram T100
geotextile fabric?lay 150 coarse ballast and 150mm MOT type 1 sub

base well compacted in layers and laid to existing falls
blind with 50mm sand which is to form the base for the Bodpave 85 500
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bed of well x 500 x 50mm plastic grids in green
approximate location compacted pair of 7 ft sand to be laid smooth and even and compacted ready for the laying of /-
of 150mm diameer hardcore (2.134mm) timber the grids T —
main sewer Q gates with padlock provide and lay Bodpave 85 plastic grids 500 x 500 x 50mm laid in include 12 No Bodpave T markers secured
sections of four and linked together so they are locked in in position to mark out the parking bays
| once laid and interlocked compact the whole area so it is firmly bedded .
. 8850 495( | and stable all in accordance with the manufac turer's instructions z
H all top bars to be chamfered
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take down existing dry stone wall kerbs
and set aside the stone for re-use around

100mm rated drain 1
cover iﬂwg strip H;Nvdbm morﬂ 450x 150

re-build wall in new location Bodpave 85
area
and with 150mm pea |
I 900mm high dry stone wall  car park gravel
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new car park strip 400mm topsoil and store
on site for landscaping, excavate and reduce _;
levels down to firm base y__—
lay Terram T1000 geotextile fabric 150mm H . :
coarse ballast and 150mm thick MOT type 1 = |DETAL MM Mw__mmmhw b
sub base well compacted in layers and laid to L od mu.ﬁmiﬁw?&oow
follow the existing falls 1 w& oncmoee
for temporary ramped areas up the dropped approximate | —
kerbs to protect them from vehicles parking location ‘ﬁ_ﬁ DETAIL BB
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Garth View
include dropped kerbs and
transition kerbs to form
disabled access to the new
section of footway a both sides \
conultation drawing | @\ mNﬂ\ 10
upgrade access to the side of . client property drawing
the hall and to the car park the Bolton Parish Council Bolton Memorial Hall car park layout
highway to CCC standards
crossover specification with kerbs at the car date proposals scale
crossover to extend to the line on the highway and ~ P2 CRErance December 2020 new car park 1:100 at Al
new kerbs laid to define new line
make up any areas with Type 1 MOT sub base drawn Christopher Reed B.A. (Honours) drawing revision >
patch in with base course up to existing level
are existing surface to take surface course : . : HI.
Lantern House Market Place Alston Cumbria CA9 3HS
telephone : 01434 382276 mobile : 07778 377887
e-mail : chris@ardesignplan.co.uk

dense surface 100 / 150 surface course to Clause 7.6

BS 4987.7 to be laid and compacted to 30mm
to be taken up to the pre cast concrete dished channel
all to be carried out by Cumbria Highways approved contractor
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